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A Sliver of Silver
Silversmith

l hate to sound like a broken record but then again the truth
hurts. Yes, Silversmith Audio has done me in and has
condemned me to yearn for a cable that to me is the best that
| have come across. Silver cables have a had reputation of
sounding bright to many. However, | feel that the revealing
nature of the silver itself as it is the best electrical conductor

known to man (except for those very low temperature
superconductors with aimost zero resistance that are only
found in science labs). | honestly feel that the cables on demo
here is the best that | have used (and also the most expen-
sivell)

Silversmith Audio’s design philosophy is
simple. The design should be simple 50 as
1o eliminate or recuce all known or
suspected causes of sound degradatian, In
other words, the cause of skin effect that
was exposed by one Malcolm Hawksford
He exposed the existence of an energy
storing mechanism that he calls indo-
inductance or self-inductance and that this
is the primary source for sound degradatian
in & cable. A way lo overcame il 1S lo use a
very small round conductor or a very thin
ribbon conductor, The former i5 Incapable of
handling high currant loads so Silversmith
Audio adopted the latter for their cables. A
single conductor per polarity - an ultra-thin
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ribbon of pure silver, seamless from end to
end, without traditional solder or cnmp
connectors, and encased in an extremely
thin wall Teflon({tm] tube system designed o
maintain a primarily air dielectric. Each foil
is surrounded by loose fitting convoluted
tubes of Tellon, which is said ¢ be in
physical comtact with less than 1 parcent of
the silver ribbon (it is 3 percent far the
imercannects), . The SHvaramiths are "cold-
rolled” into a ribbon. This process elongates
the grain structure witheut using heal
(heating the material would break down the
grain structure), which produces a more
durable ribbon with uniform properties

Each silver foll Is only 0.17mm thick and is
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18mm wide. The thickness is significantly
thinner then a 20kHz signal depth according
to the designer, The width approximates a
13-gauge cable and is capable ol handing
20A ol continuous current!

There are no lerminators since the cables
are connected ‘bare foil’. So you don't have
o warry abou! plugs and spatles af_irnr\;_;
colouration 1o the sound. Thisis as pure as
it gets

What the cables do is very simple; it just
gives you maore of every thing. More space
more dataill, more depth, more transants
just more of everything positive 1hat you can
think of. To say thal the cable is sweet

would not do it justice. Is it coloured? I'm
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